
exploded drawing |BOM

aluminium

POS. Part description Quantity
1  Front Triangle 1

4 Shockbolt front  Ø10x32mm 1

5 Shockbolt Screw 2

6 Socket countersunk head screw  M5x16mm  | DIN 7991 1

7 3 in 1 Cableclamp 1

8 2 in 1 Cableclamp 1

9 Cableouttake Inlay 2

10 Flipchip 4mm 2

11 Shockbolt rear  Ø10x58mm 1

14 E-Type Adapter Cover 1

15 E-Type Adapter 1

16 Socket head thin cap screw  M5x10mm  |  DIN 7984 2

17 Mainpivot Axle 1

18 Distancewasher Ø26x3,5mm 2

19 Deep groove ball bearing  | 61803 2RS (full compliment) 5

20 O-Ring  Ø24x1 NBR 4

21 Distancesleeve Ø17x38 1

22 Cableouttake Inlay D/T (cablestop) 1

23 Socket countersunk head screw  M3x8mm  | DIN 7991 4

24 Cableintake Inlay (capblestop) 1

25 Chainstayprotector 1

27 Horst Link pivot Axle 2

28 Distancewasher Ø21x3,5mm 4

29 O-Ring  Ø19x1mm NBR 4

30 Deep groove ball bearing  |  61801 2RS (full compliment) 4

31 Horst Lik pivot Nut 2

32 Chainstay 1

33 Mech hanger screw 1

34 Mech hanger 1

35 Rear derailleur protection 1

37 Seatstay protector 1

38 Seatstay 1

39 Distancesleeve Ø12x2mm 2

40 Main pivot Nut 1

41 O-Ring  Ø17x1mm NBR 2

42 Distancewasher Ø19x4mm 2

43 Deep groove ball bearing  | 61900 2RS (full compliment) 2

44 Upper link bolt 2

45 O-Ring  Ø20x1mm NBR 2

46 Link 1

47 Lower link bolt 2

48 Distancewasher  Ø23x3,5mm 2

49 O-Ring  Ø21x1mm NBR 2
postmount 160

92mm GXP Pressfit BOttom bracket

Headset dimensions

shock hardware

seatpost diameter

seatpostclamp inner diameter

breakmount standard

bottom bracket standard

31,6mm

34,9mm

front:  Ø10x17,4mm
rear: Ø10x40mm

200 x 57 mm

top:		  zs 44|28,6  (1 1/8“)
bottom:	 zs 56 | 40  (1.5“)

shock installation lenght



threadlocker

use medium strenght threadlocker 
recommended: loctite 243

grease

torque/Threadlocker & grease information

Shockbolt front    10 - 12 nm

Shockbolt rear   10 - 12 nm

cableclamp     3 nm

15 nm      upper link pivot

7 nm       horstlink pivot

horstlink pivot    7 nm            

8 nm      mech hanger

12 nm    lower link pivot

main pivot   20 nm

e-type mount	 5 nm

aluminium


